
HOUSE INSTALLATION

HOUSE ROOF OVERHANG    Gutter is required here

Minimum clearance for roof track and receiver

             A     D=A-B
HEIGHT OF CONNECTING RISE OR DIFFERENCE 
WALL TO HOUSE BETWEEN A AND B
FROM THE TOP OF THE 
DECK TO THE POINT
AT WHICH THE ROOF          B
WILL ATTACH.    HEIGHT

DECK
   C

PROJECTION IS THE DISTANCE OUT FROM THE HOUSE 
TO THE FRONT. 

                                     LENGTH OF THE ROOM CAN BE ACCORDING TO THE CUSTOMER'S NEEDS

TRAILER INSTALLATION

             A     D=A-B
HEIGHT OF CONNECTING WALL RISE OR DIFFERENCE 
TO TRAILER WALL BETWEEN A AND B
FROM THE TOP OF THE For a trailer with hinged door,
DECK TO THE POINT measure the width of the door
AT WHICH THE ROOF OF and the distance from the top of the          B
SCREEN ROOM, PATIO door to the top of the roof.    HEIGHT OF
ENCLOSURE WILL ATTACH.    SCREEN FRAMES

DECK
       C

   PROJECTION IS THE DISTANCE FROM THE
   TRAILER TO THE FRONT OF THE SCREEN ROOM, 
   PATIO ENCLOSURE

LENGTH OF THE ROOM CAN BE ACCORDING TO THE CUSTOMER'S NEEDS
  

HOW TO MEASURE FOR YOUR PATIO, DECK, BALCONY ROOF

 is 1 1/2" more than the roof thickness

 


